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1 Please issue the geotechnical/soils report. 8/4/2022 Received 8/8/2022

2 Please issue the groundwater observations. 8/4/2022
Historically, the groundwater is near the same elevation as Worm 

Creek through the site.
8/8/2022

3 Please issue the CAD files. 8/4/2022 Received 8/8/2022

4

Overhead Cranes specification 41 22 13.13, 2.2, A 

Design Criteria call for a 1 ton capacity Structure H 

Pumping Station Bridge Crane. Sheet S-105-C Crane 

Framing Notes list a 2 ton crane, 4,000 pound capacity. 

Please clarify the crane capacity is one ton or two ton.

8/9/2022 Addendum #3 8/29/2022

5

Switchboards - 26 24 13.21 - 4; We propose using 

Schneider or ABB/GE Switchboards as well for a 

competitive price on this equipment. As long as this 

equipment meets or exceeds specifications.

8/9/2022

Or Equals will be considered in the Submittal Phase. Request was 

received beyond 10 days from the initial advertisement to bid (See 

Instructions to Bidders Arcticle 10.02).

8/29/2022

6

Surge Protective Devices (SPD) for Low-Voltage 

Electrical Power Circuits - 26 43 13.A - 3; We propose 

using Schneider or ABB/GE as well for a competitive 

price.  As long as this equipment meets or exceeds 

specifications.

8/9/2022

Or Equals will be considered in the Submittal Phase. Request was 

received beyond 10 days from the initial advertisement to bid (See 

Instructions to Bidders Arcticle 10.02).

8/29/2022

7
Does the site balance and will the cut and fill quantities 

please be provided?
8/10/2022 Addendum #2 8/29/2022

8

Can earthwork and utility excavation spoils be 

stockpiled onsite or are they required to be hauled 

offsite?

8/10/2022 Addendum #2 8/29/2022

9

Detail S8300 / S-514 shows a Stud / Machine Bolt 

config for Grating attachment. In our past projects, this 

config has been difficult to shop fab to ensure the 

studs will be centered between the Grating Bars. They 

often need to be cut off in the field for re-fab / re-

welding or shipped loose for field fab / welding. Is it 

acceptable to use Self-drilling screws? If not, Struct-

Fast (www.structfast.com) offers alternative types of 

grating clips that eliminate the need for field welding. 

Please confirm if either of these alternative configs are 

acceptable, to save the cost for field fab / welding of 

studs in between bearing bars.

8/16/2022 Addendum #3 8/29/2022

10

Spec 055119 para 2.2 A (1) requires Stair Treads to be 

serrated. However, para 2.2A (2) stated Aluminum Stair 

Treads to be non-serrated. Is this the true design 

intent?

8/16/2022 Addendum #3 8/29/2022

11

Spec 055000 para 2.8 (B) states AL Handrails are 

Anodized and other AL Items shall be Mill Finish. 

However, per Detail A340 / A-503, Note 1 states AL 

Stringers are Anodized. Are Stair Stringers / Landing 

Supports Anodized? Also, are Stair Treads / Gratings / 

Grating Supports also Anodized?

8/16/2022 Addendum #3 8/29/2022

12

For the Inf Flowmeter Flume Structure per S101-B, 

Note 01 shows 2” AL Grating per S8300 / S-514. Dwg S-

101-B shows the vault size is 5’-6” x 14’-0”. These 

dimensions are too big for Aluminum Grating without 

intermediate support beams. Is the Grating Support 

Beam design to be a defferred submittal? If not, please 

provide Beam Layout / Material / Size / Detail Ref, etc.

8/16/2022 Addendum #3 8/29/2022

13

At Headworks Line B-C, the Platform Grating per Note 

07 / A-101-C is Aluminum. For the same Grating shown 

on Dwg S-104-C, Note 05 / S-104-C states FRP Grating. 

Which one is true?

8/16/2022 Addendum #3 8/29/2022
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14

For the EQ Basin, Dwg S-102-D shows 2 External Stairs 

at Line 7.1 but there are no more views / details of 

these two stairs. Are these Stairs Aluminum? Please 

provide call-out reference.

8/16/2022 Addendum #3 8/29/2022

15

At Solids Handling Bldg, Note 3 / S102-P shows a 

guardrail calling out A380 / A503. What is the material 

for this railing?

8/16/2022 Addendum #3 8/29/2022

16

As per specification 31 23 23.33 Aggregate Pier, will the 

engineer and owner please approve the following 

qualified installer?

• Keller North America, West Jordan, Utah

8/16/2022 Addendum #1 8/29/2022

17 S-101-F

The radius walls on the south side of the oxidation 

ditch are detailed as being CW-1 walls, which 

according to the schedule are 12" walls. However, 

when measuring the walls and comparing them to 

walls that measure 12" like CW-3, they appear to be 

16" thick like the connecting walls CW-5. Verifying if 

the detail is incorrect or if the sizing of the walls are 

off?

8/16/2022 Addendum #6 9/19/2022

18 S-102-F

The inner radius wall details call out for the TOW to be 

at 119' 1/2" and 119' 2". However, when looking at the 

cross section detail B1 on Sheet S-301-F, it depicts 

these walls as being 20' 11" tall; which would make the 

TOW for these radius walls 119' 5". Verifying which 

detail is correct?

8/16/2022 Addendum #6 9/19/2022

19 S-502

Detail S0167 shows the grating attached to the wall 

being post installed. However, detail S-0169 shows the 

grating resting on angle embedded into the concrete. 

Can we just post install all grating as shown on detail 

S0167?

8/16/2022 Addendum #6 9/19/2022

20 03 30 00-13

In the Cast-in-place concrete section, under Placing 

Concrete (3.3, E.2), it notes that "If not indicated, 

locate construction joints not over 20 feet on center. " 

Per sheet, S-101-C and other various locations, no 

construction joints are shown for the mat slabs. Can 

the mat slabs be placed in one continuous pour, or do 

we need to comply with the stated specification? 

8/16/2022 Addendum #6 9/19/2022

21 03 30 00-13

In the Cast-in-place concrete section, under Placing 

Concrete (3.3, I.1 & I.3), it notes that "Construction or 

Control Joints: 7 days unless otherwise specified" and 

"Expansion or Contraction Joints: 1 day."  Per sheet, S-

101-C and other various locations, no construction 

joints are shown for the mat slabs. If joint details for 

the slabs are not given, can we assume that the joints 

are expansion/ contraction joints and pour adjacently 

after 1 day?

8/16/2022 Addendum #6 9/19/2022

22

The Structure H Pumping Station - Bridge Crane 

schedule calls for a one (1) ton capacity bridge crane. 

The spcification reads, "2.3 FABRICATION, D. The 

trolley shall be a 2 ton geared trolley driven by an 

electric motor." Please specify if the bridge crane and 

trolley are to be one ton or two ton.

9/2/2022 Addendum #5 9/19/2022
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23

Specification 076 70 00 Structural Composites, I. states, 

"Load/Deflection Requirements: Grating, Covers, and 

Treads shall be capable of spanning the distances 

indicated with a minimum safety factor of 3 for all 

stresse and without exceeding a deflection equal to 

the lesser of 1/4 inch or the span divided by 180. The 

loading used for determining stresses and deflections 

shall be the uniform live load of the adjacent floor are 

of 100 pounds per square foot, whichever is greater, 

and an independent concetrated load of 1000 pounds 

at the center of the span, unless otherwise indicated." 

The requirement for "an independent concentrated 

load of 1000 pounds at the center of the span," is 

unusual. Please provide additional clarification.

9/7/2022
This is the requirement for point loads - a typical option provided by 

FRP manufacturers
9/19/2022

24

Loading criteria for “traffic rated grating” has not been 

found. Please provide loading criteria for traffic rated 

grating.

9/7/2022 Addendum #6 9/19/2022

25

Depths of existing building are required for excavation 

and demolition. Please provide plans for the existing 

buildings and footing depths for the existing buildings.

9/7/2022 Addendum #6 9/19/2022

26

3.7 Subgrade Preparation, D. states "Areas where soft 

or disturbed conditions are identified, excavate, 

remove and dispose of unsuitable soft spot material. . . 

No special payment will be made for soft spot repair." 

Will a unit price bid item per cubic yard be added to 

the bid form to pay for unsuitable soil removal and 

disposal to mitigate the risk of unknown latent 

subsurface soil conditions?

9/7/2022 Case by case basis 9/19/2022

27

The railroad right-of-way permit for the jack and bore 

can takes months to procure. Has the railroad right-of-

way permit for the jack and bore been submitted?

9/9/2022 Addendum #6 9/19/2022

28

Will the railroad require full-time flaggers be present 

during jack and bore operations within the railroad 

right-of-way?

9/9/2022 Addendum #5 9/19/2022

29

Sheet C-352 shows the jack and bore profile under the 

railroad. The casing diameter is not called out. The 

railroad requires documentation of the casing size. 

Please specify the diameter of the casing required for 

the jack and bore called for on sheet C-352 note 23.

9/9/2022 Addendum #5 9/19/2022

30

The plans indicate a fully adhered system. Specification 

07 54 23 2.2 states, "One ply membrane mechanically 

attached over mechanically attached cover board over 

mechanically fastened insulation over mechanically 

fastened base layer insulation over 

metal/wood/concrete roof deck. (or no backing)" 

Please clarify if the system is to be adhered or 

mechanically fastened.

9/9/2022 Addendum #6 9/19/2022
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